JUNO PROGRAMMING

Before programming the Juno should be in working order.

Connected to water or the reservoir full and it has reached it’s temp, Waste Bucket Empty

Steady Green “Ready” light.

Drink Programming
Using the main power switch turn the Juno OFF

Press and hold the Mild and Tea buttons

While holding the buttons turn the Juno ON

The green “Ready” light will flash. Continue holding the buttons until the 2 red lights “Low Water” and “Pod Drawer not Positioned” turn ON and then go OFF. You can then release the buttons.

The green “Ready Light” will stay ON and you are now in the Programming Menu

**NOTE**It could take over 10 seconds before the red lights turn on

There are 4 stages in the brew cycle

1-Pre Infuse

This step is where we introduce a small amount of water to the Pod

2-Steap

This step is where we soak the Pod to extract more strength from the coffee

3-Brew

This step forces brew water through the Pod

4-Fill Water

This step is used to adjust the strength by adding hot water to fill the cup

Before making any changes you will need a measuring device (graduated cylinder) or the cup you will be using at the location

The Programming for each strength button is the same after entering programming.

You will use the strength button to adjust each drink i.e. the mild button will adjust the mild drink and the strong button will adjust the strong drink.

 * Represents the strength button.

Press the * button, this will start the Pre Infuse Stage.
You want a small amount of coffee to be forced through the pod. A few drop to about 1oz max.

Press the * button, this stops the Pre Infuse and starts the Steep Time

No coffee will be dispensed in this step. The longer you wait the more extraction you get from the pod. Medium should be longer than Mild and Strong longer than Medium. There is a time limit (25 seconds) in this stage and the programming will automatically change the next step.

Press the * button to end the Steep Time and start the Brew cycle.

You will be forcing water through the pod. Medium should be more than mild and Strong should be more than Medium.

As soon as you press the * button the Brew cycle ends and the Fill Water starts.

When you get to the desired fluid amount press the * button to end the cycle.

 Turn the Juno off to lock in the changes. The Juno will stay in the program mode until you turn it off.

TEA PROGAMMING

Tea is programmed the same way but the steps are different

1-Brew

This step should be about ¼ your desired level.

2-Steap 3-5 seconds

This steep should be shorter than the second steep
3-Brew

This brew should be a little longer than the first.

4-Steep

This steep should be longer than the first

5-Brew

This is the final step and you should stop it at your desired cup level.
Juno Temperature Setting

To enter temperature adjustment the Juno must be ready to operate with the steady Green Light

Turn the Juno main power switch OFF

While pressing the Tea and Medium buttons turn the main power switch ON

Continue to press the buttons and the Green read light will flash.

When the Green Read light stops flashing and is steady ON release the buttons and the Green will go OFF

The Red Pod Drawer light will flash once for every degree the machine is above set point.

The Red Low Water light will flash once for every degree the machine is below set point.

Each time you press the Mild button you will lower the temperature ONE degree.

Each time you press the Medium button you will raise the temperature ONE degree

When you press the Strong button you will ser the thermostat.

Then the Low Water or Pod Drawer light will flash once for every degree from set point.

The maximum number of degrees above or below set point is 19

